ONE (1) USED _
32" Minster Single Spindle Drill

FACTORY SPECIFICATIONS

Capacity In Solid Steel:................ 3-1/4n

Center Of Spindle To Face Of Column....l6-1/2"

Length Of Feed.......c. it iinnnnnennn 17-1/4n

End Of Spindle To Plain Table.......... 39"

End of Spindle To Compound Table....... 34"

End Of Spindle To Base..wiz.....covuvnn. 55-1/2"

Vertical Adjustment Of Plain Table..... 17-1/4"

Surface Of Plain Table................. 24" x 28"

Surface Of Compound Table.............. 14" x 32-1/2"
Surface Of T-Slotted Bagse......ceevwsse. 28" x 28"

Compound Table Adjustment.............. 13® x 32n

Diameter Of Spindle Sleeve............. 4-5/8"

Diameter Of Spindle NoB€....:vvevenvere 4-1/2"

Length Of Spindle Sleeve............... 24-3/4"

Spindle TAPEY::c:onus.a:: sasase s s s sEs s 6 MT

Feed Changes..... . vvenrrrrananrnnnnnns (12) .006"™ To .069"
Speed ChalDgeB: : csrwrs1i GO HDEd i s swwmmess (12) 30 To 550 REM
Driving Pulley......c.cocrnvenonnnnn- 22" x 4-1/4"
Driving Pulley Speed..........ccouuuenn. 550 RPM

EQUIPPED WITH
7-1/2 HP Motor, 860 RPM 220/440/60/3 T.E.F.C.

SPECIFICATIONS SUBJECT TO VERIFICATION



